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Major UST Federal Regulation
Changes for MS

A Monthly walk through inspections

A Regulating airport hydrant systems and
field constructed tanks

A Requiring replacement of all UST piping
when 50% or more of the piping is replaces

A“Elimination of flow through restrictors (ball
floats) for overfill prevention

A Notification and compatibility requirements
for fuel blends > 10% ethanol or >20%
biodiesel
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Regulation Change

No ball floats
No longer allowed for new
Installations

Cannot replace
existing

all floats with new
ball floats




Regulation change
ScondaryContainmenftlesting

BEFORE UST recelves fuel &
AT Installation
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Regulation change

Automatic tank gauge (ATG)

Visual or audible
alarm

Capable of printing
records



Regulation change

Added leak detection requirement for ancillary
"‘eﬂwprngﬂtm@m secondary containment

mps that were installedfter October 1, 2008
. u‘- ﬁ
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B-25
Biodiesel Blend

contains more than 20
percent biomass-based
diesel or biodiesel

20% ETHANOL

Regulation change

Notification 30 days prioto
changing fuel blends

> 10% ethanol

> 20% biodiesel



Regulation Change

DemonstrateCompatibility

A Certification or listing of UST
system equipment or
components by a nationally
recognized, independent testing
laboratory for use with the
regulated substance stored; or

A Equipment or component
manufacturer approval. This
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- Repairtimeframes added

30 davsafter observed fallure for automatic line leak
détectors - |
'1
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Odﬁ after obse failure foregulartesting components
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I Spill bucke
i Containment sumps
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Regulation Change
Delivery Prohibition Modified

Added All shear valves
are notproperly
Installed

Addedequipment is
purposely disabled

Changed to 60 day
written notification
from 120days

MDEQ specific



Regulation Change
Temporarilyout of Service
Indefinitely Tanks

U 12 months out of service will require
U Soil sampling (site assessmgrar
U Verification that the tanks are empty
U Verification that cathodic protection is stdperating
MDEQ Specific

Now requirespayment of annual tank fees




- Regulation Change

LenderLiabllity

New Subpart to the regulations:
Az K2Qa NBalLRyaArofsS LINR2
~ Al 2-{;|§S@pa NBaLR2yaAroAftAad
Emptles all UST systems within 60 calendar
losure

| Perman Close USTs or meet temporary
osure re uwements
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Lender Liabllity

| 2f RSNXQaA NBalLlR2yaAroAtAda

X Maintain corrosion protection
X Report suspected releases

X Conduct site assessment after 12 months
of temporary closure if UST system does
not meet new UST system standards



Regulation change

Reportlng Requirement

For Clarification

Must report to MDEQ failed
\ UST system equipment that
N is not repaired and réested
within 24 hours of discovery

of the failure

MDEQ specific
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Regulation change

Redefinedor e pl aced
For pipingg to remove 50 percent or more of

piping and install other piping, excluding
connectors, connected to a single tank

ALLthe piping Is required to be
replaced with doublevalled
piping




Redefi ned orepl

The 50% replacement of piping rule applies
iIndividually to each piping run.

piping.
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Regulation Change

Continuously monitored
containment sumps

Now requires annual
Inspection

MDEQ specific




Regulation Change
Temporarily out of service
iIndefinitely Tanks > 12 months

Permanent and/or
closure or  Sjte Assessment Annual Inspection

Remove or close in Collect soil or

place the tanks and groundwater samples A Verify ownership
piping from the perimeter of A Verify tanks are empty
the tank bed area A Inspect vent lines and any

Collect soil or opgn bIpIng . o
groundwater samples A Verify corrosion protection is
around tank bed.and operating, if applicable

piping areas

MDEQ specific




. Changes due in 3 years
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Regulation change

Emergencyower Generator tanks

Any EPG tanks (installed prior to October 1, 2008)
will be required to add a form of release detections
for their EPG tanks

Will mostly effect , -
A Hospitals / nursing f
A Schools = s
A Emergencyperations
A Utility companies



gulation Change
Malk Through Inspections

A Check spill buckets and
record the findings

A While checking release
detection monthly, review
records and record
unusual operating
conditions



Monthly Walk Through Inspection
(release detection)

Do

A Check for any alarms
and reconcile
accordingly

A Monthly written
records are accurate

A Monitor for unusual
operating conditions

A Visually inspect

Record

A Any alarms noted and
corrective action

A All release detection
equipment checked

A Report unusual
operating conditions
and corrective action




Monthly Walk Through Inspection
(release detection)

= A Make sure you have

& a passing test for
o each tank and pipe

R A If > 1/8" inch fuel in
= == MW, report it

, = -~ A Elevated vapors are
— reported

leum ]
= = =
esu (o] e i
e [ 4 | All alarms are
G | Approximate depth to top of the t )"
g water in the well (inches) 8 2 8L{ qc
U heen of the stor ‘ 5 reconCI e
'g product on the water? (yesino) /\/ /\/ N
w | Isthere any layer of the stored |
A | product on the water? {yesino) N gl N N A S u m S a.re d r
E | [fthere is a tayer of the stored i =
| R| prod thick is 7 (inches) 2 = i
Va {record in p - - i
illion)
Have the vapor read




MDEQ specific

Regulation change

Annual _
Walk Through Inspection
Checklist

A Check condition of all

handheld leak
detection equipment

A Any actions taken for
each item out of
compliance

A Fuel delivery records
If spillbuckets checks
> 30 days

A Calibrate meters
annually







Annual Walk through for

A Bailers are operating
properly

A Tank gauge sticks are
readable

A Vapor meters have been
calibrated

A All caps and covers are
present



